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- Exposed Aggregate
- Stencil Paving
- Stamp Impression
- Spray-on Paving
- Oxide Colours
- Sealers & Coatings

Milano Stone Finish

FEATURES
• Contains thickening agents to retain extra hydration on sloping surfaces 

and resists evaporation
• Contains a highly visible yellow/green colourant to ensure even and 

adequate coverage
• Is classified as Non-hazardous according to the criteria of Worksafe 

Australia. 
• 100% Australian Made.

APPLICATIONS
• Delaying the set of slurry on horzonal concrete surfaces enabling the 

aggregate to be exposed for a decorative exposed aggregate finish.
• When applied to precast elements, the retarder enables the surface to 

be washed off to create a scabbled surface to enhance the bond of 
additional concrete pours. 

ESTIMATING
Apply at a rate of approximately 0.25L per square meter to provide a nominal 
4mm-5mm depth. In hot weather or high wind situations the application rate 
should be increased to 0.3 litres per square meter. 

Coverage per drum 60-80m2 

APPLICATION INSTRUCTIONS

Apply an even spray coat of Milano Stone Finsih as soon as the surface 
bleed water has dried, or when the slurry slightly pits with the spray 
application of product. 

Milano Stone Finish treated slurry will eventually harden and should be 
checked regularly to asses the degree of exposure required. Once the 
concrete has set, the slurry may be washed off using a high pressure cleaner  
and OR broom. 

In hot or windy conditions, apply Milano Stone Finish at a rate of 0.3L per 
square metre and was off on the same day if necessary. It is essential to 
protect the treated concrete from excessive drying elements by covering with 
builders film or wet hessian. 

In some instances, it is possible to remove Milano Stone Finish treated slurry 
the following morning, depending on the prevailing conditions. I.E: cool 
overnight temperatures or cooler regions. 

Continued over page.

Milano Stone Finish is an advanced water-based 
compound used to retard the set of slurry on horizonal 
concrete surfaces to produce an exposed aggregate finish. 
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CLEAN UP

Clean tools and application equipment with clean water. 

- Exposed Aggregate
- Stencil Paving
- Stamp Impression
- Spray-on Paving
- Oxide Colours
- Sealers & Coatings

PRECAUTIONS AND SAFETY DIRECTIONS

Milano Stone Finish is slightly alkaline. Avoid contact with skin and eyes. 
Wear suitable personal protective items such as googles, impervious 
footwear and gloves when handling.

If poisioning occurs, seek medical advice.

For further safety directions, see SDS documentation. 

STORAGE & SHELF LIFE

Milano Stone Finish has a shelf life of approximately 12 months from date of 
manufacture. The product will develop a pungent aroma if the product is past 
is use by. 

Milano Stone finish should not be stored in metal containers for long periods.

Store Milano Stone Finish in a sealed plastic container away from heat and 
sunlight.
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P: 1300 ALLCON (255 266)
E: sales@allcongroup.com.au

www.allcongroup.com.au

Milano products are manufactured to the highest quality, and if
used in the correct applications and in accordance with all
directions, will produce quality and consistent results. However
Allcon Group Pty Ltd accepts no responsibility for
inappropriate usage or faulty workmanship by the end user.
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