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AUSTRALIAN OWNED
EXPORTERS TO THE WORLD

AU S T R A L I A N

M A D E INDUSTRIAL FLOOR SPECIFICATIONS • CONCRETE WATERPROOFING & CORROSION-PROOFING ADMIXTURES
OIL & SOLVENT PROOFING • SURFACE TOUGHENING & DUSTPROOFING • ANTI-CORROSION IMPREGNATIONS

RAPID HARDENING • RETARDING • GEL CONTROL AGENT • MORTAR AND DAMPCOURSE ADMIXTURES, etc.

FORMWORK

PRIMER &

CONDITIONER

CALFORM CREAM*
REQUIREMENT:

Primer and conditioner for protection and preservation 

of sawn timber, pressed wood and other absorbent 

forms for architectural concrete.

PRODUCT TO USE:

CALFORM CREAM 

Form Primer and Conditioner

HOW TO SPECIFY:

All forms (specify types of forms) shall be primed 

several days before use with a liberal application of 

Cementaid CALFORM CREAM. Before forming, all 

surplus CALFORM CREAM is to be removed.

EFFECTS:

CALFORM CREAM penetrates deep into new form 

work, prevents distortion of forms.

CALFORM CREAM resists the transfer of splinters 

into concrete from sawn forms.

WHERE RECOMMENDED:

On all new forms of smooth timber, sawn timber, 

pressed wood sheets, rope and any porous material 

to be used for concrete forming.

NOTE:

CALFORM CREAM is a form primer, NOT a Form 

Release Agent - After initial treatment with CALFORM 

CREAM, treat forms normally using Cementaid 

CALFORM NX Form Release Agent, for long form life 

and high quality / architectural strip finish. (See also 
CALFORM WB Ultra-Low VOC, Water-based Form 

Release Agent).


